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TECHNICAL SPECIFICATIONS

Product Code TMC-3222 TMC-3224 TMC-5222 TMC-5224

Standards EN EN ASTM ASTM

Capacity 2000 kN 2000 kN 2000 kN 2000 kN 

Frame Type Welded Frame Four Column Frame Welded Frame Four Column Frame

Sample

Cylinders: 100x200 mm, 
150x300 mm, 160x320 

mm 
Cubes 100,150,200 mm

Cylinders: 100x200 mm, 
150x300 mm, 160x320 

mm 
Cubes 100,150,200 mm

4” , 6” dia. cylinders
100,150,200 mm cubes

4” , 6” dia. cylinders
100,150,200 mm cubes

Upper Platens Dim. Ø 300 mm Ø 300 mm Ø 165 mm Ø 165 mm

Lower Platens Dim. Ø 300 mm Ø 300 mm Ø 165mm Ø 165mm

Max. Vertical Clearance 340 mm 340 mm 370 mm 370 mm

Max. Horizontal Clearance 360 mm 360 mm 360 mm 360 mm

Piston Diameter 250 mm 250 mm 250 mm 250 mm

Max. Piston Movement 50 mm 50 mm 50 mm 50 mm

Max. Working Pressure 410 Bar 410 Bar 410 Bar 410 Bar

Oil Capacity 18 Liters 18 Liters 18 Liters 18 Liters

Power 750 W 750 W 750 W 750 W

Dimensions Frame 440x500x1400 mm 620x560x1400 mm 440x500x1400 mm 620x560x1400 mm

Dimensions Power Pack 400x500x980 mm 400x500x980 mm 400x500x980 mm 400x500x980 mm

Weight Frame 740 kg 920 kg 720 kg 900 kg

Weight Power Pack 90 kg 90 kg 90 kg 90 kg



Product Code TMC-3211-01 TMC-3212-01 TMC-3213-01 TMC-3214-01

Desctription
Upper Platen (with ball sea-
ting assembly) Ø 165 mm, 
Lower Platen Ø 165 mm 

Upper Platen (with ball se-
ating assembly) Ø 216 mm, 

Lower Platen Ø 216 mm 

Upper Platen (with ball se-
ating assembly) Ø 300 mm, 

Lower Platen Ø 300 mm 

Upper Platen (with ball sea-
ting assembly) 310x500x38 

mm, Lower Platen 
310x500x38 mm

Sample
4” , 6” dia. cylinders

100 mm cubes
6” dia. cylinders

100, 150 mm cubes

Cylinders: 100x200 mm, 
150x300 mm, 160x320 mm 

Cubes 100,150,200 mm

Blocks up to 
310x500 mm

Used with Frames
TMC-3200, TMC-3201,  
TMC-3204, TMC-3206, 
TMC-3208, TMC-3209

TMC-3200, TMC-3201, 
TMC-3203, TMC-3204, , 
TMC-3205, TMC-3206, , 
TMC-3207, TMC-3208, 

TMC-3209

TMC-3203,  TMC-3205, 
TMC-3207, TMC-3209

TMC-3202,  TMC-3203, 
TMC-3204,  TMC-3205, 
TMC-3206,  TMC-3207, 
TMC-3208, TMC-3209

Standards ASTM C39 ASTM C39 and EN 12390-4 EN 12390-4 EN 772-1

Hardness ≥ 55 HRC ≥ 55 HRC ≥ 53 HRC ≥ 600 HV

Dimensions 170x170x145 mm 220x220x145 mm 310x310x175 mm 320x510x175 mm

Weight 21 kg 38 kg 78 kg 135 kg

UPPER & LOWER PLATENS



Model Dimensions Weight (approx.)

TMC-3216-01

TMC-3216-02

TMC-3216-03

TMC-3216-04

TMC-3217-01

TMC-3217-02

TMC-3217-03
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